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CENTRIFUGAL PUMP WITH PREFILTER 

 CARRERA series 

Use 
Circulation of water in filtration systems for swimming pools. 
 
Features 

Body 
 Cover, pump body and diffuser in Noryl. 
 Noryl impeller with stainless steel shaft. 
 Glass and polyamide seal support. 
 Motor shaft in AISI 316 stainless steel. 
 Windings impregnated with epoxy resin. 

 
Engine 

 Asynchronous, two poles, 2850 turns. 
 IP55 protection. 
 Insulation class F. 
 Continuous operation. 
 Single-phase and three-phase version. 

 
Dimensions 

Mod. A B C D E F H L Peso [kg] 

50 235 308 Ø63 290 282 132 335 563 12.9 

75 235 308 Ø63 290 282 132 335 563 13.4 

100 235 308 Ø63 290 282 132 335 563 14.4 

150 235 308 Ø63 290 282 132 335 563 17.4 

200 235 308 Ø63 290 282 132 335 563 19.9 

300 235 308 Ø63 290 282 132 335 563 22.9 
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Technical features 
   V A 

Sound Level    1~ 3~ 1~ 3~ 

Mod. HP kW 50 HZ 50 HZ 230 400 dBA 

50 0.50 0.37 230 400 3 1,4 67 

75 0.75 0.55 230 400 3,5 1,6 67 

100 1.00 0.75 230 400 5 2,6 73 

150 1.50 1.10 230 400 7 2,5 73 

200 2.00 1.50 230 400 9 3,5 78 

300 3.00 2.20 230 400 12 5,2 78 

Performance curves 

 
 

Installation configuration recommendations

 
 
 
 
 
 

C.P.A. srl si riserva il diritto di cambiare, totalmente od in parte, le caratteristiche dei prodotti ed il contenuto di questo documento senza preavviso alcuno. 
Tutte le immagini sono riprodotte a solo titolo indicativo. 

CARRERA pumps series 


