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Applications 

The RIVALTA series of filters is suitable for use in water filtration systems, in the following 
installation conditions: 
▪ Private pools 
▪ Hydromassage and SPA tubs 
▪ Little lakes 
▪ Fountains 

 

 
Features 

▪ 6-way multi port valve 
▪ Fiberglass body with polyester coating and gel-coat finish 
▪ Internal distribution in sticks 
▪ Maximum operating pressure 4 kg / cm2 
▪ Maximum operating pressure 2.5 Bar 
▪ Maximum operating temperature 50 ° C 
▪ Quick exhaust valve 
▪  Pressure gauge Compliant with the UNI EN 16713-1 2016 standard
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 Q Filtration time Raccomended max pool volume 

Cod. Mod. [m3/h] [h] [m3] 

1080072 Rivalta Side 450 7,5 8 60 

1080066 Rivalta Side 500 9,0 8 72 

1080067 Rivalta Side 600 13,5 8 108 

1080068 Rivalta Side 650 15,0 8 120 

1080073 Rivalta Side 760 21,0 8 168 

1080070 Rivalta Side 900 30,0 8 240 

 

 

SIDE Version 

Dimensions 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 D H A C B Ø P T H1 X Z Sand 

Cod. Mod. [mm] [kg] 

1080072 Rivalta Side 450 450 640 260 125 75 390 250 260 100 480 55 

1080066 Rivalta Side 500 500 710 280 125 75 390 280 290 100 530 80 

1080067 Rivalta Side 600 600 785 310 125 95 565 300 300 100 580 120 

1080068 Rivalta Side 650 635 785 310 125 95 565 300 300 100 580 135 

1080073 Rivalta Side 760 760 790 380 220 95 565 410 415 150 680 260 

1080070 Rivalta Side 900 900 1100 430 220 150 790 480 390 150 780 425 

 
Features 
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 Q Filtration time Raccomended max pool volume 

Cod. Mod. [m3/h] [h] [m3] 

1080072 Rivalta Side 450 6,0 8 48 

1080066 Rivalta Side 500 9,0 8 72 

1080067 Rivalta Side 650 16,0 8 128 

1080068 Rivalta Side 700 18,0 8 144 

 

 

TOP Version 

Dimensions 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 D H A N M B Ø P T H1 Y Sand 

Cod. Mod. [mm] [kg] 

1080059 Rivalta Side 400 450 750 500 550 609 75 390 170 240 100 30 

1080061 Rivalta Side 500 500 860 610 660 719 75 390 280 280 100 80 

1080063 Rivalta Side 650 635 940 690 740 799 95 565 300 230 100 135 

1080064 Rivalta Side 700 700 1000 750 800 859 95 565 400 230 100 215 

 
Caratteristiche 

 

 
 
 
 
 
 
 
 

 
Note 

▪ The information contained in this document may vary at the discretion of the editor, without notice, together with the changes to the product in question in this document: it will be the customer's responsibility to 

check the persistent correspondence of the product to the information sheet when placing the order. 

▪  Any technical diagrams reproduced in this document are purely informativ. 

 

 

The information contained in this document is valid for filters marketed starting from 2019/01e 
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