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Descrizione 

▪ Quadro di dosaggio pre assemblato pronto all’uso, per controllo cloro libero e ph 
▪ Pannello in PVC cablato elettricamente IP 65 

▪ Pompa dosatrice EL 10 pH/redox con strumento integrato a bordo con visualizzazione 
istantanea del pH su due cifre decimali 

▪ Pompa dosatrice EL 10 cl con strumento integrato a bordo con visualizzazione istantanea del 
coloro libero in p.p.m. su due cifre decimali 

▪ Filtro da 50 micron a rete lavabile alloggiato in porta-sonda a deflusso modello PRO-H1C 

▪ Porta-sonda a deflusso plexiglass per sonda di cloro rame platino con auto pulizia modello 
PRO-HCG-CL3 

▪ Attacchi in ingresso 8 x 12 
▪ Sensore di flusso per arresto del dosaggio ad impianto non in funzione 

▪ Allarme di sovra dosaggio per evitare eccesso di prodotto chimico in vasca Impostazione del 
ritardo di partenza 

Caratteristiche tecniche e prestazionali 
 

 MATERIALE 

Corpo pompa PVDF Attacchi ½” 

Sfere Pyrex 

Diaframma PTFE 

Raccordi PVDF 

Guarnizioni Viton 

Corpo Valvola PVDF 4 x 6 

Filtro Fondo PVDF attacchi 4 x 6 valvola a labbro 

Valvola iniezione PVDF attacchi 4 x6 valvola a sfera 

Tubo Aspirazione PVC 4 x 6 

Tubo Mandata PE 4 x 6 
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PROBS 

 pH Cloro 

Electrode characteristics PRO-PH PRO-CG-CL3 

Scale measure 0 ~14 0 – 5 mg/l 

Resolution 0,01 0,01 

Body epoxy plexiglass 

Electrode platinum Copper / platinum 

Temperature 60°C 5 – 50 °C 

Connection BNC BNC 

Cable length 1 mt 1 mt 

Pressure 2 bar Max 1 bar 

Data Sheets 
 

PUMP TECHNICAL SPECIFICATIONS 
ME3 

Standard 
Max 

lt/h 

Pressure 

[Bar] 

Max 

cc/imp 
Stroke Magnete 

Body 

pump 
Watt pulses 

Wei

gh[k

g] 

System 

capacity 

05-10 5 10 0,55 1,1 Ø80 PVDF 60 150 3,5 
Fino a 250 

m3/h 

10-02 10 2 1,11 1,3 Ø80 PVDF 60 150 3,5 
Fino a 400 

m3/h 

Alte portate           

26-02 26 2 2,89 2,2 Ø90 PVC 60 150 4,0 
Fino a 800 

m3/h 

Endowment 

• Plexiglass probe holder. 
• Bracket sockets for installation of water intake points 
• Bracket socket for injector installation 

• PVC suction hose 4x6 - 4 m 
• Delivery hose PE 4x6 - 4 m 
• Buffer solution pH 7-9 - 50 cc 
• Bottom filter PP 
• PP injection valve 

• Schuko socket for general power supply 
 

WARNING 

Versions with a maximum flow rate up to 26 l / hour are available on request 
 
 
 
 
 
 
 
 
 

 
Note 

▪ The information contained in this document may vary at the discretion of the editor, without notice, together with the changes to the product in question in this document: it will be the responsibility of the customer to 

verify the persistent correspondence of the product to the information sheet when placing the order. 

▪ Any technical diagrams reproduced in this document have a purely informative value and are not valid for regulatory purposes.  

▪ All images are purely informative. 
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