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Description: 

The following items are required for the realization of the Roman stairs in ISOBLOK formwork: 

 
➢ ISOBLOK 301 KS ................................................ cod. 1063001 

➢ Angle keys  ………………….…………………………. cod. 1063002 

➢ Bending keys Rif. A…………….……………………… cod. 1063003 

➢ Bending keys Rif. B…………….………………………  cod. 1063004 

➢ Bending keys Rif. C…………….……………………… cod. 1063005 

➢ Bending keys Rif. D…………….……………………… cod. 1063006 

➢ Bending keys Rif. E…………….……………………… cod. 1063007 

➢ Bending keys Rif. F…………….………………………  cod. 1063008 

➢ Bending keys Rif. G…………….……………………… cod. 1063009 

➢ Bending keys Rif. H…………….……………………… cod. 1063010 

 
As regards the quantities, refer to the table of standard compositions below: 

 
 

Radiu
s 

Pool H  Isoblok Packet
s 

 

  Keys 

   
Keys Q.tà  

 

m m pz pz pz A B C D E F G H 

1,50 H 120 16* 2 20 8 - - - - - 75 20 

1,50 H 150 19* 3 25 10 - - - - - 90 25 

2,00 H 120 21* 3 20 8 - - - - 110 30 - 

2,00 H 150 26* 4 25 10 - - - - 135 35 - 

2,50 H 120 26* 4 20 8 - - - 75 85 - - 

2,50 H 150 32* 5 25 10 - - - 95 105 - - 

3,00 H 120 31* 4 20 8 - - - 180 - - - 

3,00 H 150 38* 5 25 10 - - - 220 - - - 

 

(*) Any isoblok formworks for the construction of the steps inside the swimming pool are excluded from the count. 
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SEQUENZA CHIAVETTE E RAGGI STANDARD 

 
Radius scale 1,50 m: [ G - G - G - H - G ] [ G - G - G - H - G ] 

 
 
 
 
 
 
 
 
 
 

Radius scale 2,00 m: [ F - F - G - F - F ] [ F - F - G - F - F ] 

 
 
 
 
 
 
 
 
 
 

Radius scale 2,50 m: [ F - E - F - E - F ] [ E - F - E - F - E ] 

 
 
 
 
 
 
 
 
 
 

Radius scale 3,00 m: [ E - E - E - E - E ] [ E - E - E - E - E ] 

 
 
 
 
 
 
 
 

The transition from a normal radius to a reverse radius, such as the staggered overlap of the courses between a linear and a 
curved section and vice versa, must be done by interposing a key A in the normal sequence. 
This key must NOT be repeated in the normal assembly sequences of the curved section. 
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Standard edges table for Roman stairs in isoblok formwork: 
 
 

                                              Stair model 
Radius 

(m) 
Develop

e(m) 

 
WHITE EDGE 

 
ROSALIND EDGE 

   
Edge 

radius 
PZ. 

PZ Ang. 90° 

REVERSE 
Edge Rdius PZ. 

PZ Ang. 90° 

REVERSE 

ROMANA 1,50 4,72 1,50 11 2 1,50 13 2 

ROMANA 2,00 6,29 2,00 13 2 2,00 15 2 

ROMANA 2,50 7,86 2,50 15 2 2,50 19 2 

ROMANA 3,00 9,45 3,00 18 2 3,00 23 2 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Note 

▪ The information contained in this document may vary at the discretion of the editor, without notice, together with the changes to the product in question in this document: it will be the responsibility 
of the customer to verify the persistent correspondence of the product to the information sheet when placing the order. 

▪ Any technical diagrams reproduced in this document have a purely informative value and are not valid for regulatory purposes 
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