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   SERENA 
Permanent magnets motor filtration pump 

Art.1090213 & 1090214 

UK 
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USES 

Self-priming centrifugal pumps for water circulation in filtration systems for swimming pools. 

FEATURES 

Pump with permanent magnet synchronous motor, remotely controllable via RS485 Mod Bus 

connection and Merlino system (optional). Control panel on board equipped with LCD display 

and silicone keypad through which the activation and speed of the pump for the filtration cycle 

is programmed. 

Body 
▪ Pump body in PP and fiberglass 

▪ Pump cover in PPO and fiberglass 

▪ Transparent PC lid 

▪ Crankshaft in stainless steel AISI 316 

▪ Mechanical seal in SIC-Ceramic 

▪ Aluminum motor housing L-2521 

Engine 
▪ Synchronous Brushless with inverter 

▪ Protection IP 55 

▪ Class F insulation 

▪ Continuous operation S1 

▪ Integrated protections for the electric motor 

▪ Frost and dry running protection. 
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DIMENSIONS 

 

 

SPECIFICATIONS 

Mod. HP Kw V RPM Consumption (W) Max absorption (A) 

Serena 100 1,5 1,10 230 

3450 800-1700 

7,5 2760 500-900 

1725 150-300 

Serena 300 3 2,20 230 

3450 1300-3300 

12,5 
2760 700-1800 

1725 220-500 

1035 70-140 

SOUND EMISSION 

Mod. RPM dB (A) 

Serena 100 

3450 65 

2760 60 

1725 50 

Serena 300 

3450 70 

2760 65 

1725 53 
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PERFORMANCE CURVES 

SERENA 100 

 

SERENA 300 

 

 

 

C.P.A. srl reserves the right to change, totally or in part, the characteristics of the products and the content of this document without notice. 

All images are reproduced as an indication only. 
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